
PERKINS 4107 & 4108 MARINE DIESEL ENGINE
This engine was a popular choice and was the ‘default’ engine fitted to Elysians
back in the late 60's and through most of the 70's.  However expensive spare
parts together with too much horse power (48 bhp) were seen by most Hire Fleet
operators as unnecessary.  Most Elysians destined for a hard working life of hire
use were fitted with the 1.5 BMC diesel which was seen to be more user friendly.

So what does 4107 mean....? Perkins used to name all their engines using the
following method.
Number of cylinders and overall cubic capacity.  For example
4   = 4 cylinder
107 = 107 cubic inches or 1,760cc (1.8 to keep it simple...!)

Just to confuse you, Perkins up rated the 4107 and called it a 4108 although the
cylinder capacity is the same (1,760cc).  The main difference between the two
engines was the 4107 had wet liners (cylinders) and the 4108 was given dry
interference fit cylinders.  Other modifications included improving the size and
strength of the cylinder head studs/bolts and on later 4108's an all new cooling
system replaced the front mounted header tank.  Use the guide below and take a
good look around this typical Perkins 4107 and early 4108 engine.

1.  Fresh water filler cap
2.  Header tank
3.  Oil filler cap
4.  Air filter
5.  Fuel injection pump
6.  Atomiser leak off pipe
7.  Pressure pipes, injection pump to atomisers
8.  Atomiser
9.  Fuel pipes, filter to injection pump
10.  Exhaust manifold
11.  Ahead and astern engagement lever
12.  Gearbox oil filler
13.  Reduction gearbox oil filler

14.  Output flange
15.  Rear engine support
16.  Water pipe, gearbox to sea water pump
17.  Lubricating oil filter
18.  Connection to oil sump pump
19.  Sump
20.  Oil cooler
21.  Front engine support
22.  Crankshaft pulley
23.  Sea water pump
24.  Water pipe exhaust manifold to cylinder block
25.  Fresh water pump




